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Second step is to place all the connectors of the wiring loom between the injectors and the wiring-loom from the car.  Begin to place the end of the wiring (this means not the end where the box is connected, but the other side) in front on injector 1 when you are standing in front of the engine.


You have to put each time the male connector of the tuning box loom on the cars female connector which was on the injector.  You have to push the connectors very tightly  together to lock the clip. The female connector of the tuning kit loom is each time fitted on the Injector. Make sure not to cross over the injector connector pairs. Each set on the tuning kit loom is for each injector.


Follow up all connections from the front to the back until all connections are done.








Introduction:





The following mounting instruction shows the mounting on a Toyota Hilux/Landcruiser 3.0. Even for different models the mounting scheme is the same.





Connect then the black wire to the ground of the car or to the minus of the battery. Finally, you have to connect the red wire to the plus of the battery. 





Place the unit on a dry, secure place where is not too much heat in the engine compartment.





The short black wire is to shut down the box when it is fitted to the ground via a switch. If you do not intend to use this facility just tape the end of this wire andf tuck away safely.


PLEASE NOTE: When you re-fit the intercooler ENSURE all air pipes are refitted correctly, if you leave a pipe disconnected the vehicle will not run properly, these pipes are small and easy to miss. 








Cyl 1





To start the installation, you have to remove all the injector-connectors.  The injector of the first cylinder is placed at the front.








Now, remove the intercooler (if present).


In order to do this you have to remove the 4 bolts and the hose clip on the right hand side. Also you have to remove the connector of the pressure sensor and pressure hose too. Lift the intercooler to the left side in order to have access to the injectors. You may need another person to hold it up.





Sensor





Screw





Engine cover





Remove the engine cover.








