FITTING INSTRUCTIONS FOR T180/SR180/IS220D/2.2 Diesel 150 BHP

MAKE SURE IGNITION IS COMPLETELY SWITCHED OFF AND KEYS REMOVED .

THEN REMOVE THE ENGINE COVER.
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THE FIRST CONNECTION IS MADE USING THE SIX PIN CONNECTORS , THESE WILL BE FITTED BETWEEN THE CONNECTOR GOING TO THE FUEL RAIL SENSOR AS SHOWN IN BELOW: UNPLUG THE EXISTING PLUG AND CONNECT THE MALE AND FEMALE FROM TUNING KIT IN BETWEEN ENSURING CONNECTORS LOCK TOGETHER.
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THE NEXT CONNECTION USING THE THREE PIN PLUGS FROM THE TUNING KIT IS TO THE BOOST PRESSURE SENSOR SHOWN BELOW.
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THE ORIGINAL CONNECTOR SHOULD BE REMOVED AND THE MALE AND FEMALE FROM THE TUNING KIT INSERTED BETWEEN AGAIN MAKING SURE THE CONNECTORS LOCK TOGETHER.

NEXT CONNECT THE RED CABLE TO THE + 12V ON BATTERY AND THE BLACK TO GROUND AND CONNECT THE TUNING KIT TO THE LOOM LOCKING THE SLIDE SHUT .* DO NOT RUN THE ENGINE WITHOUT THE TUNING KIT CONNECTED TO THE LOOM. A BLANKING PLUG (SUPPLIED) MUST BE FITTED INTO THE LOOM IF REMOVING THE BOX FOR ANY REASON-WARRANTY WILL BE AFFECTED FOR FAILURE TO COMPLY

INSTALLATION IS NOW COMPLETE. SECURE ALL CABLES AWAY FROM MOVING OR HOT ENGINE PARTS AND SECURE TUNING KIT SAFELY WAY FROM HIGH HEAT SOURCES AND MOVING PARTS. 

IF YOU INTEND TO DYNO YOUR CAR, PLEASE READ THE INFORMATION SHEET ATTACHED WITH THESE INSTRUCTIONS
